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@

FG-MAS |
ohne Zentrierspitze
without centering pin

Schnurgeriisthalter / Maueraufsatze

240 x 140 x 140 mm
~2.3 kg

@ 158 mm
Hoéhe, Height 135 mm
~3.8 kg

@ 158 mm
Héhe, Height 135 mm
~3.8 kg

FG-MAS Il
mit Zentrierspitze
with centering pin
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wesentliche Merkmale

v Universalhalter zur Aufnahme von Nivellieren,
Theodoliten und Lasergeraten an Bau- und
Schnurgertsten, Brettern und Bohlen

Essential features

v’ Universial batter board holder for the acceptance
of levelling instruments, theodolites and laser units
on building and batter boards, boards and planks

wesentliche Merkmale

v sicherer Stand durch Eigengewicht und den drei
spitzauslaufenden Beinen

v wahlweise Ausriistung mit ausfahrbaren Zentrier-
spitze einschlieflich integrierter Dosenlibelle
gestattet reproduzierbares Zentrieren der
Instrumente (FG-MAS I11)

Essential features

v robust wall-mount for secure stand of your
instrument due to ist weight and three pointed
telescoping legs.

v optional equipment with a telescoping center point
including an integrated box level which permits a
reproducible centering of the instruments
(FG-MAS IlI)

wesentliche Merkmale
v’ Spezialanfertigung zur Aufnahme fiir FG-KT100.

Essential features
v special product for mounting the FG-KT100.

FG-MAS Il
Sonderanfertigung fur FG-KT100
Special product for FG-KT100
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